
Attachment F - Disaster Recovery Server Requirements for Desktop Services: 
 
Company Name: State of Alabama, Finance Department, Information Services Division                                                 
Date:  04-09-03 
 
Contact Name: Mr. Eugene Akers                        Title:  Manager, Planning and Development   
 
Address:                64 N. Union Street, Suite 785      Telephone: (334)353-4363 
 

 Montgomery, AL 36130               Facsimile: (334)242-3912 
 
  
 
Hotsite &/or Mobile: 

 
 
DELL POWEREDGE 6600 (Need 1) 
 
PowerEdge 6600, Pentium III Xeon 700MHz/1MB Cache 

• Additional Processors - Dual Processor Pentium III Xeon 700MHz w/1 Cache  
• Memory – 1GB, RAM, 4X256, RGT DIMMS 
• Primary Controller – PERC3/DC-Dual Channel Add-in RAID Card 128MB Cache (2-Int 

Channels) 
• Hard Drive Configuration – C5-RAID 5 on HD Backplane (RAID Card required) 
• Hard Drive Backplane – 8 Bay Splitable Hot Plug Backplane (1.0” drives only) 
• First Hard Drive (all drives must match for RAID) – 36GB 1.0” SCSI Hard Drive, 10K 

RPM 
• Second Hard Drive (all drives must match for RAID) – 36GB 1.0” SCSI Hard Drive, 

10K RPM 
• Third Hard Drive (all drives must match for RAID) – 36GB 1.0” SCSI Hard Drive, 10K 

RPM 
• Fourth Hard Drive (all drives must match for RAID) – 36GB 1.0” SCSI Hard Drive, 10K 

RPM 
• Fifth Hard Drive (all drives must match for RAID) – 36GB 1.0” SCSI Hard Drive, 10K 

RPM 
• Secondary Controller – PCI DC Adeptec 3944 SCSI Adapter Card 
• Primary Network Adapter – Intel Pro 100 Plus Ethernet Network Card 
• Operating System – Windows 2000 Server with 5 Client Licenses, 4GB Utility Partition 
• Tape Drive – Power Vault 110T, 100/200G, LTO Internal TBU, No Controller 
• Tape Backup Software – Veritas Server  
• Diskette Drive – 3.5”, 1.44MB Floppy Drive 
• CD ROM – 17/40X IDE CD-ROM, #1, Black 
• Keyboard – Standard Windows Keyboard 
• Monitor – 15in Monitor (13.8inVIS)Gray 
• Mouse – LOGITEC SYSTEM MOUSE, GRAY 
• Documentation – Electronic Documentation 
• Chassis Configuration – Tower Configuration 
• Hardware Support Services – 3YRS SILVER Support, 4Hr Onsite, S/W Support 
 
 



 
DELL POWEREDGE 6600 (Need 1) 
 
PowerEdge 6600, Pentium III Xeon 700MHz/1MB Cache 

• Additional Processors - Dual Processor Pentium III Xeon 700MHz w/1 Cache  
• Memory – 1GB, RAM, 4X256, RGT DIMMS 
• Primary Controller – PERC3/DC-Dual Channel Add-in RAID Card 128MB Cache (2-Int 

Channels) 
• Hard Drive Configuration – C5-RAID 5 on HD Backplane (RAID Card required) 
• Hard Drive Backplane – 8 Bay Splitable Hot Plug Backplane (1.0” drives only) 
• First Hard Drive (all drives must match for RAID) – 36GB 1.0” SCSI Hard Drive, 10K 

RPM 
• Second Hard Drive (all drives must match for RAID) – 36GB 1.0” SCSI Hard Drive, 

10K RPM 
• Third Hard Drive (all drives must match for RAID) – 36GB 1.0” SCSI Hard Drive, 10K 

RPM 
• Fourth Hard Drive (all drives must match for RAID) – 36GB 1.0” SCSI Hard Drive , 10K 

RPM 
• Fifth Hard Drive (all drives must match for RAID) – 36GB 1.0” SCSI Hard Drive, 10K 

RPM 
• Secondary Controller – PCI DC Adeptec 3944 SCSI Adapter Card 
• Primary Network Adapter – Intel Pro 100 Plus Ethernet Network Card 
• Operating System – Windows 2000 Server with 5 Client Licenses, 4GB Utility Partition 
• Tape Drive – Power Vault 110T, DLT 40/80 GB Internal TBU, No Controller 
• Tape Backup Software – Veritas Server  
• Diskette Drive – 3.5”, 1.44MB Floppy Drive 
• CD ROM – 17/40X IDE CD-ROM, #1, Black 
• Keyboard – Standard Windows Keyboard 
• Monitor – 15in Monitor (13.8inVIS)Gray 
• Mouse – LOGITEC SYSTEM MOUSE, GRAY 
• Documentation – Electronic Documentation 
• Chassis Configuration – Tower Configuration 
• Hardware Support Services – 3YRS SILVER Support, 4Hr Onsite, S/W Support 
 
 


